
December 1, 1994

Utah Division of Oil, Gas & Mining
3 Triad Center, Suite 350 5 1994
Salt Lake City, UT 84180-1203 I

Attn: Frank Matthews D1VOFOR,,GAS&MINING

Re: Riata Energy, Inc.
North Walker Hollow#6-1
NE SE Sec. 6, T7S - R23E
Uintah County, Utah

Dear Frank,

Enclosed please find three copies of the Application for Permit to Drill on the above
mentioned well along with one copy of the drilling program and surface use plan which has been
filed with the BLM in Vernal, Utah.

Please be advised that this lease expires on December 31, 1994 Therefore, your early
approval would be greatly appreciated.

Please forward the approved copies to me at the address shown helow and I will forward
them to Riata. Thanks for your assistance in this matter. If you have any questions, please call.

Sincerely,

PERMITCO INC.

Lisa L. Smith
Consultant for:
Riata Energy, Inc.

Enc.

cc: Riata Energy, Inc. - Amarillo, TX
Loma Energy Corp. - Billings,MT

Permitco Incorporated
A Petroleum Permitting Company

13585 Jackson Drive Denver, Colorado 80241 (303) 45



CONFIDENTIAL - TIGHT H /

ONSHORE OIL & GAS ORDER NO. 1

Approval of Operations on Onshore
Federal and Indian Oil & Gas Leases

North Walker Hollow #6-1
2385' FSL and 874' FEL

NE SE Sec. 6, T7S - R23E

DIVOF016 GAS &MINING

Prepared For:

RIATA ENERGY, INC.

By:

PERMITCO INC.
13585 JacksonDrive

Denver, Colorado 80241
303/452-8888

Copies Sent To:

3 - BLM - Vernal, Utah
1 - Utah Division of Oil, Gas & Mining - SLC, UT ÏCO
3 - Riata Energy, Inc. - Amarillo, TX
1 - Loma Energy Corp. - Billings, MT

Permitco Incorporated
A Petroleum Permitting



Riata Energy,Inc.

BUREAU OF LAND MANAGEMENT
170 S. 500 E.
VERNAL, UTAE 84078

ATTN: MINERALS

RE: Permitting Drillsite for N. Walker Hollow 6-1, Section 6,
T7S, R23E

Gentlemen:

This letter is to inform you that Permitco, Inc. is authorized to
act as Agent and to sign contracts on behalf of Riata Energy,
Inc. when necessary for filing county, state and federal permits
including Onshore Order No. 1, Right of Way applications, etc.,
for the above mentioned well.

It should be understood that Permitco is acting as Agent only in
those matters stated above and is not responsible for drilling,
completion, production or compliance with regulations.

Riata Energy, Inc. agrees to accept full responsibility for
operations conducted in order to drill, complete and produce the
above mentioned well.

Sincerely:

Steven E. Looper
Land & Acquisitions Manager

(806) 352-2936 FAX: (806) 352-3225

P.O. BOX 10209 5912 AMARILLOBLVD.W.

AMARILLO,TEXAS79116-0209 AMARILLO.TEXAS



PORM 3160-3 SUBMITIN TRIPUCATE* Form approved.

(Novenbar 1983) (Otheristruct i Budget Bureau No. 100¾136

(formerly 4331C) reverse Expires August 31, 1985

UNITEDSTATES
DEPARTMENTOF THE INTERIOR 5.12ASEDESIGNATIONANDSERIALNO.

BUREAUOF LANDMANAGEMENT UTU-0671
6. IP INDIAN, ALLGITEB OR TRIBB NAME

APPLICATION FOR PERMIT TO DRILL, DEEPEN, OR PLUG BACK N/A

la.TYPEOPWORK DRILL DEEPEN PLUGBACK 7.UNITAGREEMENTNAME

lb. TYPE OP WEu. Right Fork Unit (Pending)

OIL GAS SINGLE MULTIPLE 8.PARMORLEASENAME

WELL WELL OTHER ZONE ZONE North Walker Hollow

2. NAME OP OPERATOR INW.>M-JY.ib JUU i 60. Belle 9. WEU.NO.

Riata Energy, Inc. AmariHo, TX 19109 86-1
3. ADDRESS OP OPERATOR R R 1¾ SCNE NO 10.PIEU)AND POOL OR WILDCAT

PERMITCO INC. - Agent De O 80241 Wildcat
4. LOCATIONOF WELL (Report location clearly and in accordance with any S naqbiremonist*) 11.sEC., T., R., M., OR BLK.

Atsurt.o. 2385' FSL and 874' FEL ANDSURVEYORAREA

At proposed Prod. Zone NE SE Sec. 6, T7S - R23E
5 M Sec.6,T7S-R23E

14. DISTANCE IN MILES AND DIRECTIOMPROM NEARESTTOWN OR POSTOFPICB' 11 COUNTY OR PARISH 13. STATE

12.7 miles south of Jensen,Utah Uintah Utah
15. DISTANCE FROM PROPOSED* IßCATION TO NEAREST PROPERTY C Igns a MINING17. NO. OP ACRES ASSIGNED TO THIS WELL

OR LEASE LINE. Fr.(Also to ament drig. nuit line, if any)

874' 1863.07 40
18. DIsrANCE PROM PROPOSED LOCATION* TO NEAREST WELL. 19 PROPOSED DEPYH 20. ROTARY OR CABLETOOLS

DRILLING, (DMPLETED, OR APPLIED POR ONTHIS LEASF. Fr.

None 3,000' Rotary
21. ELEVAl10NS (Show whether bP, Kl. GR, etc.) 22. A99RO3L DAfk WOkk RL SPAKf*

5858' GR Upon approval of this application
23. PROPOSED CASING AND CEMENTING PROGRAM Lease Expirahon 12/31/94

SI2B OP HOLE SIZE OF CASING WH[GKflFOGT SKITING DEFTH QUANITTYOP CEMENT

12-1/4" 8-5/8" 24# 222' +/- 150 sx Type G - Cire to surf.
7-7/8" 4-1/2" 10.5 3,000' 290 sx or sufBc to cover zones

of interest.

Riata Energy, Inc. proposes to driR a weH to 3000' to test the Uinta formation. If productive, casing wiI be run

and the well completed. If dry, the weH will be plugged and abandoned as per BLM and State of Utah requirements

See Onshore Order No. 1 attached.

Please be advised that Riata Energy, Inc. is considered to be the Operator of the above mentionedweH.
Riata Energy, Inc. agrees to be responsible under the terms and conditions of the lease for the operationsconducted

upon the lease lands.

Bond coverage for thisweHwiHbe provided by Riata Energy, Inc and should be approved by the BLM within.

a couple of days.

IN ABOVE SPAŒ DESCRIBEPROPOSEDPROGRAM: If proposal is to deepen or plug back, give data on present productive zone and proposed new productive zone.

If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depdut Give blowoutpreventer program, if any.

Consultant for.
SIGNED Tm.s Riata Energy, Inc• DATE 170%

(Thisspace for or Staleothce use)

PERMlT NO APPROVAL DATE

APPROVED BY TITLE DATE

coNDmONS OP APPROŸAL.ÍPANt

cc: Utah Division of Oil, Gas & Mining
*See Instructions On Reverse Side

Title 18 U.S.C. Section 1001, makes it a crime for any persn knowingly and wiOfullyto make to any department or agency of the UnitedStates any

false, fictitious or fraudulent statements or representations as to any mater within its
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ONSHORE ORDERL3. 1 _CO_POENTIAL - TIGHT HOLE

Riata Energy, Inc.
North Walker HoHow #6-1 Lease No. UTU-0671

2385' FSL and 874' FEL
NE SE Sec. 6, T7S - R23E DRILLING PROGRAM

Uintah County, Utah Page 1

ONSHORE OIL & GAS ORDER NO. 1
Approval of Operations on Onshore

Federal and Indian Oil and Gas Leases

All lease and/or unit operations will be conducted in such a manner that full compliance

is made with applicable laws, regulations (43 CFR 3100), Onshore Oil and Gas Order No.

1, and the approved plan of operations. The operator is fully responsible for the actions

of his subcontractors. A copy of these conditions will be furnished the field representative

to insure compliance.

1. Estimated Tops of Important Geologic Markers:

Formation Death Subsea
Uinta Surface
Uinta "B" Marker 2410' +2626'

Green River 2970' +2066'

T.D. 3000'

2. Estimated Depths of Anticipated Water, Oil, Gas or Minerals Formations:

Substance Formation Depth
Gas/Water Uinta 2400-3000'

Oil N/A
Other Mineral Zones N/A

AB fresh water prospectively valuable minerals encountered during drilling,
will be recorded by depth and adequately protected. All oil and gas shows
wiH be tested to determine commercial potential.

Permitco Incorporated
A Petroleum Permitting



ONSHORE ORDER ' 3. 1 _CONWIDENTIAL- TIGHT HOLE

Riata Energy, Inc.
North Walker HoHow #6-1 Lease No. UTU-0671

2385' FSL and 874' FEL
NE SE Sec. 6, T7S - R23E

DRILLING PROGRAM

Uintah County, Utah
Page 2

3. Pressure Control Equipment: (Schematic Attached)

Riata's minimum specifications for pressure control equipment are as follows:

Ram Type: 10" Hydraulic double with annular, 3000 psi w.p.

Ram type preventers and associated equipment shall be tested to approved stack

working pressure if isolated by test plug or to 70 percent of internal yield pressure

of casing. Pressure shall be maintained for at least 10 minutes or until requirements

of test are met, whichever is longer. If a test plug is utilized, no bleed-off pressure

is acceptable. For a test not utilizing a test plug, if a decline in pressure of more

than 10 percent in 30 minutes occurs, the test shall be considered to have failed.

Valve on casing head below test plug sbaH be open during test of BOP stack.

Annular type preventers (if used) shall be tested to 50 percent of rated working

pressure. Pressure shall be maintained at least 10 minutes or until provisions of test

are met, whichever is longer.

As a minimum, the above test shall be performed:

a. when initially installed;
b. whenever any seal subject to test pressure is broken

c. foBowing related repairs; and
d. at 30-day intervals

Valves shall be tested from working pressure side during BOPE tests with aH down

stream valves open.

When testing the kill line valve(s) the check valve shall be held open or the ball

removed.

Annular preventers shaH be functionaBy operated at least weekly.

Pipe and blind rams shaH be activated each trip, however, this function need not be

performed more than once a day.

Permitco Incorporgted
A Mtroleum krmitting



ONSHORE ORDE 3. 1 O_F DENTIAL - TIGHT HOLE
Riata Energy, Inc.
North Walker Hollow #6-1 Lease No. UTU-0671

2385' FSL and 874' FEL
NE SE Sec. 6, T7S - R23E DRILLING PROGRAM
Uintah County, Utah Page 3

A BOPE pit level driH shaH be conducted weekly for each drilling crew.

Pressure tests shaH apply to aH related well control equipment.

All of the above described tests and/or drHls shaH be recorded in the drHling log.

BOP systems shaB be consistent with API RP53. Pressure tests will be conducted
before driHing out from under casing strings which have been set and cemented in
place. Blowout preventer controls wiH be instaBed prior to driBing the surface
casing plug and will remain in use until the weH is completed or abandoned.
Preventers will be inspected and operated at least daily to ensure good mechanical
working order, and this inspection will be recorded on the daily drilling report.

Preventers will be pressure tested before driHing casing cement plugs.

The District Office should be notified, with sufficient lead time, in order to have the
BLM representative on location during pressure testing.

a. The size and rating of the BOP stack is shown on the attached diagram.
Although a rig has not been chosen to drBI this weH, most of the equipment
for this depth of hole in the area use a 3000 psi working pressure blowout
preventor.

b. A choke line and a kiH line are to be properly installed. The kill line is not
to be used as a fiB-up line.

c. The accumulator system shaH have a pressure capacity to provide for
repeated operation of hydraulic preventers.

d. Drill string safety valve(s), to fit _aBtools in the drill string, are to be
maintained on the rig floor while driHing operations are in progress.

Permitco Incorporated
A Petroleum Permitting



ONSHORE ORDE ). 1 ENTIAL - TIGHT HOLE
Riata Energy, Inc.
North Walker Hollow #6-1 Lease No. UTU-0671
2385' FSL and 874' FEL
NE SE Sec. 6, T7S - R23E DRILLING PROGRAM
Uintah County, Utah Page 4

4. Proposed Casing and Cementing Program:

a. The proposed casing and cementing program shaB be conducted as approved
to protect and/or isolate all usable water zones, potentially productive zones,
lost circuladon zones, abnormally pressured zones, and any prospectively
valuable deposits of minerals. Any isolating medium other than cement shall
receive approval prior to use. The casing setting depth shaH be calculated to
position the casing seat opposite a competent formation which will contain the
maximum pressure to which it will be exposed during normal drilling
operations. Determination of casing setting depth shaH be based on aH
relevant factors, including; presencelabsence of hydrocarbons; fracture
gradients; usable water zones; formation pressures; lost circulation zones;
other minerals; or other unusual characteristics. All indications of usable
water shaH be reported.

b. Casing design shall assume formation pressure gradients of 0.44 to 0.50 psi
per foot for exploratory weHs (lacking better data).

c. Casing design shaH assume fracture gradients from 0.70 to 1.00 psi per foot
for exploratory wells (lacking better data)

d. Casing collars shaH have a minimum clearance of 0.422 inches of aB sides in
the hole/casing annulus, with recognidon that variances can be granted for
justified exceptions.

e. All waidng on cement times shaH be adequate to achieve a minimum of 500
psi compressive strength at the casing shoe prior to driHing out.

f. AH casing except the conductor casing, shaB be new or reconditioned and
tested used casing that meets or exceeds API standards for new casing.

g. The surface casing shaH be cemented back to surface either during the
primary cement job or by remedial cementing.

h. AH indications of usable water shaH be reported to the authorized officer
prior to running the next string of casing or before plugging orders are
requested, whichever occurs first.

Permitco Incorporated
A ¾troleum Permitting



ONSHORE ORDE 3. 1 _ÇOT ENTIAL - TIGHT HOLE
Riata Energy, Inc.
North Walker HoBow #6-1 Lease No. UTU-0671

2385' FSL and 874' FEL
NE SE Sec. 6, T7S - R23E DRILLING PROGRAM
Uintah County, Utah Page 5

i. Surface casing shall have centralizers on every fourth joint of casing starting
with the shoe joint and up to the bottom of the cellar.

j. Top plugs shaB be used to reduce contamination of cement by displacement
fluid. A bottom plug or other acceptable technique, such as a suitable
preflush fluid, inner string cement method, etc. «hnH be utilized to help isolate
the cement from contamination by the mud fluid being displaced ahead of the
cement slurry.

k. All casing strings below the conductor shnH be pressure tested to 0.22 psi per
foot of casing string length or 1500 psi, whichever is greater, but not to
exceed 70 percent of the minimum internal yield. If pressure declines more
than 10 percent in 30 minutes, corrective action shaH be taken.

l. On aH exploratory weHs, and on that pordon of any weH approved for a 5M
BOPE system or greater, a pressure integrity test of each casing shoe shaH be
performed. Formation at the shoe shaH be tested to a minimum of the mud
weight equivalent anticipated to control the formation pressure to the next
casing depth or at total depth of the weH. This test shall be performed before
drilling more than 20 feet of new hole.

m. The proposed casing program will be as follows: JNe_w
or

Purpose Depth Hole Size _O._D. Weight Grade _Tyge _Usg
Surface 0-222' 12-1/4" 8-5/8" 24# J-55 ST&C New*

Produc. 0-3000' 7-7/8" 4-1/2" 10.5# J-55 ST&C New*

* If used casing is specified it will meet or exceed API standards for new
casing.

n. Casing design subject to revision based on geologic conditions encountered.

Permitco Incorporcrted
A Petroleum Permitting



ONSHORE ORDEGO. 1 CC )ENTIAL - TIGHT HOLE
Riata Energy, Inc.
North Walker Hollow #6-1 Lease No. UTU-0671
2385' FSL and 874' FEL
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o. The cement program will be as foBows:

Surface Type and Amount
0-222' ± 150 sx Class G cement with 2%

KCL. Weight 15.4 ppg, Yield 1.11
en. ft., Circulate to surface.

Production Type and Amount
290 sx Class H w/10% Cal-Seal.
Weight - 14.6 ppg, Yield - 1.4 ef/sk.
(Approximately 1360' of cement plus
30% excess)

p. Anticipated cement tops will be reported as to depth; not the expected
number of sacks of cement to be used. The District OfBce should be notified,
with sufficient lead time, in order to have a BLM representative on location
while running aH casing strings and cementing.

q. After cementing but before commencing any test,the casing string shaH stand
cemented until the cement has reached a compressive strength of at least 500
psi at the shoe. WOC time shall be recorded in the drHler's log.

r. The foBowing reports shaB be filed with the District Manager within 30 days
after the work is completed.

1. Progress reports, Form 3160-5(formerly 9-331)"Sundry Notices and
Reports on WeHs", must include complete information concerning:

a. Setting of each string of mång showing the size, grade, weight
of casing set, hole size, setdng depth, amounts and type of
cement used, whether cement circulated or the top of the
cement behind the mäng. depth of cementing tools used, casing
test method and results, and the date work was done. Show the
spud date on the first reports submitted.

b. Temperature or bond logs must be submitted for each weH
where the casing cement was not circulated to

GID2ËCO

Permitco Incorporgted
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ONSHORE ORDE O. 1 ENTIAL - TIGHT HOLE
Riata Energy, Inc.
North Walker HoHow #6-1 Lease No. UTU-0671

2385' FSL and 874' FEL
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s. Auxiliary equipment to be used is as foHows:

1. KeBy cock

2. No bit float is deemed necessary.

3. A sub with a fuB opening valve.

5. Mud Program:

a. The proposed circulating mediums to be employed in drilling are as foHows:

Interval Mud Type Mud Wt. Visc. FIL PH
0-2000' Fresh Water 8.6 -- - -

2000-3000' Fresh Water Gel 9.0 45 10cc 8.5

Sufficient quantities of mud materials wiBbe maintained or readily accessible
for the purpose of assuring weH control during the course of drilling
operations.

A mud test shaH be performed every 24 hours after mudding up to
determine, as applicable: density, viscosity, gel strength, static filtradon loss,
and Ph.

b. Mud monitoring equipment to be used is as follows:

1. Periodic checks will be made each tour of the mud system. The mud
level wiB be checked visuaBy.

c. No chromate additives wiH be used in the mud system on Federal and/or

Indian lands without prior BLM approval to ensure adequate protecdon of
fresh water aquifers.

d. No chemicals subject to reporting under SARA Title III in an amount equal
to or greater than 10,000 pounds wiHbe used, produced, stored, transported,
or disposed of annuaHy in association with the drBling of this weH.
Furthermore, no extremely hazardous substances, as defined 55

fCO

Permitco Incorporated
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in threshold planning quantities, will be used, produced, stored, transported,

or disposed of in association with the drmine of this well.

e. The use of materials under BLM jurisdictionwill conform to 43 CFR 3610.2-

3.

6. Evaluation Program:

The anticipated type and amount of testing, logging and coring are as follows:

a. Possible RFT in Uinta formation from 2404-2970'. If they are run the

foHowing wiH be adhered to:

Initial opening of driH stem test tools shnIl be restricted to daylight hours

unless specific approval to start during other hours is obtained from the
authorized officer. However, DST's may be allowed to continue at night if

the test was initiated during daylight hours and the rate of flow is stabilized

and if adequate lighting is available (i.e. lighting which is adequate for

visibility and vapor-proof for safe operations). Packers can be released, but

tripping shaH not begin before daylight, unless prior approval is obtained

from the authorized officer. Closed chamber DSTs may be accomplished day

or night.

A DST that flows to the surface with evidence of hydrocarbons shaB be either

reversed out of the testing string under controHed surface conditions. This

would involve provided some means for reverse circulation.

Separation equipment required for theanticipated recovery shaH be properly

installed before a test starts.

All engines within 100 feet of the weHbore that are required to "run" during

the test shaHhave spark arresters or water cooled exhausts.

b. The logging program will consist of an FDC/CNL from TD to 1500'. A DIL

will be run from T.D. to surface. A CBL wiB be run from W

GIn2if CO
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c. No cores are anticipated.

d. Whether the well is completed as a dry hole or as a producer, "Well

Completion and Recompletion Report and Log" (Form 3160-4) will be

submitted not later than 30 days after completion of the well or after

completion of operations being performed, in accordance with 43 CFR 3164.

Two copies of aB logs, core descriptions, core analyses,weH-test data, geologic

summaries, sample description, and aB other surveys or data obtained and

compBed during the driHing, workover, and/or completion operations, wiHbe

filed with form 3160-4. Samples (cuttings, fluids, and/or gases) wiB be

submitted when requested by the anthorized ofBcer (AO).

e. The anticipated completion program is as follows: Perforate all gas

productive zones with 2 shot per foot. Acidize with 750 gals. MCA.

f. DaBy drBling and completion progress reports shaH be submitted to the BLM

in Vernal on a weekly basis.

7. Abnormal Temperatures or Pressures

a. No abnormal temperatures or pressures are anticipated. No H2Shas been

encountered in or known to exist from previous weHsdrilled to similar depths

in the general area.

b. The maximum anticipated bottom hole pressure will be approximately 1290

psi at T.D.

8. Anticipated Starting Dates and Notificationof Operations:

a. Drilling wiß commence immediately upon approval of this application due to

a December 31, 1994 lease expiration.

b. It is anticipated that the driHing of this weHwiß take approximately 14 days.

Permitco Incorporated
A Petmieum Permítting
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c. The Vernal District Office shaB be notified, during regular work hours (7:45

a.m.-4:30 p.m, Monday through Friday except holidays), at least 24 hours

prior to spudding the weH.

d. Operator shaB report producdon data to MMS pursuant to 30 CFR 216.5

using form MMS/3160.

e. The date on which production is commenced or resumed wiHbe construed for

oil weHs as the date on which liquid hydrocarbons are first sold or shipped

from a temporary storage facility, such as a test tank, and for which a run

ticket is required to be generated or the date on which liquid hydrocarbons

are first produced into a permanent storage facility, whichever first occurs;

and, for gas weHs as the date on which associated liquid hydrocarbons are
first sold or shipped from a temporary storage facility , such as a test tank,
and for which a run ticket is required to be generated or, the date on which

gas is first measured through permanent metering facilities, whichever first

occurs.

f. Gas produced from this weH may not be vented or flared beyond an initial

authorized test period of 30 days or 50 MMCF foHowing its completion,

whichever occurs first, without the prior written approval of the Authorized

Officer. Should gas be vented or Bared without approval beyond the
authorized test period, the operator may be directed to shut-in the weHuntil

the gas can be captured or approval to continue venting or flaring as
uneconomic is granted and the operator shaH be required to compensate the
lessor for that portion of the gas vented or Sared without approval which is

determined to have been avoidably lost.

g. No location wiH be constructed or moved, no well will be plugged, and no

drHling or workover equipment wiHbe removed from a well to be placed in

a suspended status without prior approval of the AO. If operations are to be

suspended, prior approval of the AO wBl be obtained and nodfication given

before resumption of operations.

Permitco Incorporated
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h. The spud date wiH be reported oraHy to the AO within 48 hours after
spudding. If the spudding occurs on a weekend or holiday, the report wiHbe
submitted on the foHowing regular work day. The oral report will be
foHowed up with a Sundry Notice.

i. In accordance with Onshore Oil and Gas Order No. 1, this weH wiH be
reported on Form 3160-6 "Monthly Report of Operations", stardng with the
month in which operations commence and continue each month until the weH
is physicaHy plugged and abandoned. This report will be filed with the
Vernal BLM District Office, 170 South 500 East, Vernal, UT 84078.

j. Immediate Report: SpiHs, blowouts, fires, lanks, accidents, or any other
unusual occurrences shall be promptly reported in accordance with the
requirements of NTL-3A or its revision.

k. If a replacement rig is contemplated for completion operations, a "Sundry
Notice" Form 3160-5 to that effect wiBbe fBed, for prior approval of the AO,
and all conditions of this approved plan are applicable during all operadons
conducted with the replacement rig.

I. Should the weH be successfuBy completed for production, the AO will be
notified when the weH is placed in a producing status. Such notification will
be sent by telegram or other written communications, not later than 5 days
foBowing the date on which the weHis placed on production.

m. Pursuant to Onshore Order No. 7, with the approval of the District Engineer,
produced water may be temporarilydisposedof into unlined pits for a period
of up to 90 days. During the period so authorized, an application for
approval of the permanent disposal method, along with the required water
analysis and other information, must be submitted to the District Engineer.

n. Pursuant to NTL-4A, lessees or operators are authorized to vent/flare gas
during initial weH evaluation tests, not exceeding a period of 30 days or the
production of 50 MMCF of gas, whichever occurs first. An application must
be filed with the District Engineer and approval received, for any
venting/flaring of gas beyond the initial 30 day or authorized

912BËCO
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o. A schemadc facilities diagram as required by 43 CFR 3162.7-5(b.9.d.) and
shaB be submitted to the appropriate District Office within 60 days of
installadon or first production, whichever occurs first. AB site security
regulations as specified in Onshore Order No. 3 shall be adhered to. AH
product lines entering and leaving hydrocarbon storage tanks wiH be
effectively sealed in accordance with 43 CFR 3162.7-5 (b.4.)

p. A first production conference wiB be scheduled within 15 days after receipt
of the first production notice.

q. No well abandonment operations wiD be commenced without the prior
approval of the AO. In the case of newly driHed dry holes or failures, and
in emergency situations, oral approval will be obtained from the SO. A
"Subsequent Report of Abandonment" Form 3160-5, wiH be fBed with the
AO within 30 days foBowing completion of the weH for abandonment. This
report will indicate where plugs were placed and the current status of surface
restoration. Final abandonment wiH not be approved until the surface
reclamation work required by the approved APD or approved abandonment
notice has been completed to the satisfacdon of the AO or his representative,
or the appropriate Surface Managing Agency.

r. Pursuant to Onshore Oil and Gas Order No. 1, lessees and operators have the
responsibility to see that their exploration, development, production, and
construction operations are conducted in a manner which conforms with
applicable Federal laws and regulations and with State and local laws and
regulations to the extent that such State and local laws are applicable to
operations on Federal or Indinn lands.

Permitco Incorporgted
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ONSHORE OIL & GAS ORDER NO. 1

NOTIFICATION REQUIREMENTS

Location Construction - forty-eight (48) hours prior to construction of location and
access roads.

Location Completion - prior to moving on the draling rig.

Spud Notice - at least twenty-four (24) hours prior to spudding the weH.

Casing String and - twenty-four(24) hours prior to running casing and
Cementing cementing aB casing strings.

BOP and Related - twenty-four (24) hours prior to initiating pressure tests.
Equipment Tests

First Production - within five (5) business days after new weH begins or
Notice production resumes after weHhas been off producdon for

more than ninety (90) days.

The onsite inspection for the subject well was conducted on Tuesday, November
29, 1994 at approximately 10:00 a.m. Weather conditions were cold and sunny. Snow
cover (approximately 2-3" was in place). In attendance at the onsite inspection were the
following individuals:

Robert Kay Uintah Engineering and Land Surveying
Lisa Smith Permitco Inc.
Byron Tolman Bureau of Land Management
Wayne Bankert Bureau of Land Management

1. Existing Roads

a. The proposed weH site is located approximately 12.7 miles south of Jensen,
Utah.

Permitco Incorporated
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b. Direedons to the location from Jensen, Utah are as foBows:

From Highway 40 proceed south on Highway 264 for approximately 8.3
miles to the Walker Hallow turnoff. Turn left and proceed southerly on
the Walker Hollow Road for 1.9 miles. Turn right onto an existingjeep
trail and follow it south approximately 2.5 mile to the location.

c. For location of access roads within a 2-Mile radius, see Maps A & B.

d. Improvement to the existing accesswill not be necessary.

e. AB existing roads will be maintained and kept in good repair during all
driHing and completion operations associated with this well.

f. Existing roads and newly constructed roads on surface under the
jurisdiction of any Surface Managing Agency shall be maintained in
accordance with the standards of the SMA.

2. Planned Access Roads

a. Approximately 2.5 miles of the existingjeep trail will need to be improved.
Since the soils are very erosive, several sections of the jeep trail have
currently washed out and currently prohibit vehicle traffic.

b. The maximum grade of the new construction will be approximately 2%.

c. No turnouts are planned.

d. Approximately 7 or 8 culverts and two low water crossings will be
necessary along the proposed jeep trail. A BLM representative must be
notified prior to culvert installation. There are no major cuts and fills.

e. The new access road was not centerline flagged at the time of staking since
this is an existing jeep trail.

Permitco Incorporcrted
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f. The use of surfacing material is not anticipated, however it may be
necessary depending on weather conditions.

g. No cattleguards will be necessary.

h. Surface disturbance and vehicular travel will be Emited to the approved
location and approved access route. Any additional area needed will be
approved in advance.

i. Access roads and surface disturbing activities will conform to standards
outlined in the Bureau of Land Management and Forest Service
publicadon: Surface Operadng Standards for Oil and Gas Exploration
and Development, (1989).

j. The road will be constructedlupgraded to meet the standards of the
anticipated traffic flow and aH weather road requirements.
Construction/upgrading shaH include ditching, draining, graveling, crowing
and capping the roadbed as necessary to provide a weH constructed safe
road. Prior to upgrading, the road shnH be cleared of any snow cover and
aBowed to dry completely. TraveBug of the 30 foot right-of-way will not
be aHowed. Road drainage crnmings shaB be of the typicaldry creek
drainage crossing type. Crossings shaH be designed so they will not cause
siltation or accumulation of debris in the drainage crossing nor shall the
drainages be blocked by the roadbed. Erosion of drainage ditches by
runoff water shaH be prevented by diverdng water of at frequent
intervals by means of cutouts. Upgrading shaB not be aBowed during
muddy conditions. Should mud holes develop, they sbaH be filled in and
detours around them avoided.

k. No chemicals subject to reporting under SARA Title III in an amount
equal to or greater than 10,000pounds will be used, produced, stored,
transported, or disposed of annunHy in associationwith the drilling of this
weH. Furthermore, no extremely hnmardous substances, as defined in 40
CFR 355, in threshold planning quantities, wBI be used, produced, stored,
transported, or disposed of in association with the driHing of this well.
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l. A right of way wiH be necessary for access roads located outside of Lease

No. UTU-0671. Total length of the right of way will be approximately

1400 feet. An additional mile of access is located within the lease. Right

of way may be issued to the weHhead if preferred by your office.

For location of right of way, please see Map "D" attached. The following

BLM acreage will be crossed:

T6S - R23E
Sec. 29: W/2 SWl4

There are no related structures or facilities planned at this time.

The right of way is requested for 30 years or the entire life of the

producing well, whichever is longer.

The road wiH be used year-round for maintenance of production facilities.

No construction/upgradingwill be required. No temporarywork areas

wiB be needed.

3. Locadon of Existing WeHs Within a 1-Mile Radius of the Proposed Location.

(See Map #C).

a. Water wells - none

b. Injection wells - none

c. Producing weHs - none

d. Drilling weHs - none

e. Shut-in wells - none

f. Temporarily abandoned weHs - none

g. Disposal weBs -none
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h. Abandoned wells - four

i. Dry Holes - none

4. Location of Tank Batteries and Production Facilities.

a. AH permanent structures (onsite for six months or longer) constructed or
installed (including oil weH pump jacks) will be painted Desert Tan
(10YRú/3). All facilities will be painted within six months of installation.
Facilides required to comply with the Occupadonal Safety and Health Act
(OSHA) will be excluded.

b. If storage facilities/tank batteries are constructed on this lease, the
facility/battery or the weHpad shall surrounded by a containment dike of
sufficient capacity to contain at a minimum, the entire content of the
largest tank within the facility/battery, unless more stringent protective
requirements are deemed necessary by the authorized officer.

c. A Sundry Notice wiH be submitted showing placement of all production
facilities prior to construction.

d. AH loading lines wiH be placed inside the berm surrounding the tank

battery.

e. Gas meter runs for each weH will be located within 500 feet of the
wellhead. The gas flowline will be buried or anchored down from the
wellhead to the meter and 500 feet downstream of the meter run or any
production facilities. Meter runs will be housed and/or fenced.

f. The oil and gas measurement facilities will be instaBed on the weH
location. The oil and gas meters will be calibrated in place prior to any
deliveries. Tests for meter accuracy wBl be conducted monthly for the
first three months on new meter instaBations and at least quarterly
thereafter. The AO will be provided with a date and time for the initial
meter calibration and aB future meter proving schedules. A copy of the
meter calibration reports will be submitted to the Vernal
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All meter measurement facilities wiB conform with Onshore Oil and Gas
Order No. 4 for liquid hydrocarbons and Onshore Oil and Gas Order No.
5 for natural gas measurement.

g. If at any time the facilities located on public land and authorized by the
terms of the lease are no longer included in the lease (due to a contraction
in the unit or other lease or unit boundary change), BLM will process a
change in authorization to the appropriate statute. The authorization wiB
be subject to appropriate rental or other financial obligation as determined
by the authorized officer.

h. Any necessary pits will be properly fenced to prevent any wildlife entry.

i. All site security guidelines identified in 43 CFR 3162.7regulations will be
adhered to.

j. All off-lease storage, off-lease measurement, or commingling on-lease or
off-lease will have prior written approval from the District Manager.

k. All access roads will be maintained as necessary to prevent erosion and
accommodate year-round traffic.

l. The road will be maintained in a safe useable condition.

5. Location and Type of Water Supply

a. AH water needed for drilling purposes will be obtained from the municipal
source in Jensen, Utah. If the water source should change, the BLM will
be notified via Sundry Notice and the appropriate permits will be
submitted.

b. Water wiH be hauled to location over the roads marked on Maps A and B.

c. No water weH is to be drilled on this lease.

Permitco Incorporated
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6. Source of Construcdon Material

a. Surface and subsoil materials in the immediate area will be utilized.

b. Any gravel used wiH be obtained from a commercial source.

c. The use of materials under BLM jurisdictionwill conform with 43 CFR
3610.2.3. Construcdon material wiHnot be located on lease.

d. No construction materials wiH be removed from Federal land.

7. Methods of Handling Waste Disposal

a. The reserve pit wiH be constructed so as not to leak, break, or allow
discharge.

b. The need for a reserve pit liner is not anticipated, however, if porous
material or fractured rock is encountered a 12 mil plastic nylon reinforced
liner wiH be utilized. The pit wBl be first lined with sufficient bedding
(either straw or dirt) to cover any rocks. The liner will overlap the pit
waHs and be covered with dirt and/or rocks to hold it in place. No trash,
scrap pipe, etc., that could puncture the liner will be disposed of in the pit.
More stringent protective requirements may be deemed necessary by the
A.O. If a pit liner is deemed to be unnecessary, the pit must be inspected
by a representative of the Bureau of Land Management prior to putting
fluids in the pit.

c. Burning wiH not be aHowed. All trash will be contained in a trash cage
and its contents removed at the end of drBling operations and hauled to an
approved disposal sight.

d. After first production, produced waste water wiH be confined to a unlined
pit or storage tank for a period not to exceed ninety (90) days. During the
90-day period, in accordance with Onshore Order No. 7, an application for
approval of a permanent disposal method and location, along with the
required water analysis, win be submitted for the AO's approval. Failure
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to file an application within the time allowed will be considered an incident
of noncompliance.

e. Drill cuttings are to be contained and buried in the reserve pit.

f. Any salts and/or chemicals which are an integral part of the drilling
system wiH be disposed of in the same manner as the drilling fluid.

g. A chemical porta-toilet will be furnished with the drilling rig.

h. The produced fluids wiH be produced into a test tank until such time as
construction of producdon facilities is completed. Any spills of oil, gas salt
water or other produced fluids will be cleaned up and removed.

8. Ancillary Facilities

There are no airstrips, camps, or other facilities planned during the driHing of
the proposed well.

9. Well Site Layout

a. The operator or his/her contractor shaH contact the BLM Officeat
801/189-1362forty-eight (48) hours prior to construction activities.

b. The reserve pit will be located on the northeast side of the location.

c. The flare pit will be located downwind of the prevniling wind direction on
the east side, a minimum of 100 feet from the weH head and 30 feet from
the reserve pit fence.

d. The stockpiled topsoil (first six inches) will be wind rowed along the north
side of the location between points A and 3 and along the southwest corner
between points 8 and 1.

e. Access to the wellpad will be from the north between points 2 and 3.
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f. See Locadon Layout for orientadon of rig, cross section of driH pad and
cuts and fills.

g. The location of mud tanks; reserve pit, trash cage; pipe racks; living
facilides and soil stockpiles will be shown on the Location Layout.

h. During construction, all brush wBI be removed from the wellpad and
access road and stockpiled separately from the topsoil.

i. All pits will be fenced according to the foHowing minimum standards:

1. 39 inch net wire shaH be used with at least one strand or barbed
wire on top of the net wire (barbed wire is not necessary if pipe or
some type of reinforcement rod is attached to the top of the entire
fence).

2. The net wire shall be no more than 2-inches above the ground. The
barbed wire shall be 3-inches above the net wire. Total height of
the fence shaH be at least 42-inches.

3. Corner posts shall be cemented and/or braced in such a manner to
keep the fence tight at all times.

4. Standard steel, wood, or pipe posts shaB be used between the corner
braces. Maximum distance between any two posts shaH be no
greater than 16 feet.

5. AB wire shaH be stretched, by using a stretching device, before it is
attached to the corner posts.

j. The reserve pit fencing wiH be on three sides during driHing operations
and on the fourth side when the rig moves off the location. Pits wiH be
fenced and maintained until cleanap.

Permitco Incorporated
A Petroleum Permitting



ONSHORE ORDE O. 1 _C_O' ENTIAL - TIGHT HOLE

Riata Energy, Inc.
North Walker HoHow #6-1 Lease No. UTU-0671

2385' FSL and 874' FEL
NE SE Sec. 6, T7S - R23E SURFACE USE PLAN

Uintah County, Utah Page 10

10. Plans for Restoration of Surface

Producing Location

a. Immediately upon weH completion, the location and surrounding area wiH

be cleared of an unused tubing, equipment, debris, materials, trash and

junk not required for production.

b. Immediately upon weH completion, any hydrocarbons on the pit shall be

removed in accordance with 43 CFR 31623-1.

c. The plastic nylon reinforced liner shall be torn and perforated before

backfining of the reserve pit.

d. The reserve pit and that pordon of the location not needed for production

facilities/operations win be recontoured to the approximate natural

contours. The reserve pit will be rerinimed within 120 days from the date

of weD completion. Before any dirt work takes place, the reserve pit must

have au fluids and hydrocarbons removed and aH cans, barrels, pipe, etc.,

wiH be removed.

e. Reclamation of unused disturbed areas on the weH pad/access road no

longer needed for operations, such as cut slopes,and fill areas will be

accomplished by grading, leveling and seeding as recommended by the

Authorized Officer.

The seed mixture for reclamation work wiB be a sight specific mixture as

recommended by the authorized officer of the BLM at the time of
reclamation. Seeding wiH be performed in the faH after September 15 or

until permanent ground freeze. Any other seeding period wiH require the

approval of the authorized officer of the BLM.

Dry Hole

f. At such time as the weH is plugged and abandoned, the operator shaH

submit a subsequent report of abandonment and BLM will attach the
appropriate surface rehabilitation conditions of approval.

Permitco Incorporated
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11. Surface Ownership

Access Roads - AH roads are County maintained or mannged by the Bureau of

Land Management with the exception of Secdon 32 which is managed by the
Utah Division of State Lands. AH appropriate permits will be filed with the Utah

Division of State Lands.

WeHpad - The weH pad is located on lands managed by the BLM.

12. Other Information

a. A Class III archeological survey has been waived by Blaine Phillips of the
Bureau of Land Management in Vernal, Utah.

b. The operator is responsible for informing aH persons in the areas who are
associated with this project that they will be subject to prosecution for
knowingly disturbing historic or archaeological sites, or for collecting
artifacts. If historic or archaeological materials are uncovered during
construction, the operator is to immediately stop work that might further
disturb such materials, and contact the authorized officer (AO). Within

five working days the AO will inform the operator as to:

-whether the materials appear eligible for the National Register of Historic

Places;

-the mitigation measures the operator will likely have to undertake before

the site can be used (assuming in situ preservation is not necessary); and

-a time frame for the AO to complete and expedited review under 36 CFR

800.11 to confirm, through the State Historic Preservation Officer, that the
findings of the AO are correct and that mitigation is appropriate. If the
operator wishes, at any time, to relocate activities to avoid the expense of
mitigation and/or the delays associated with this process, the AO will

assume responsibility for whatever recordation and stabilization of the
exposed materials may be required. Otherwise, the operator will be
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responsible for mitigation costs. The AO win provide technical and
procedural guidelines for the conduct of mitigation. Upon verificadon
from the AO that required mitigation has been completed, the operator
wiB then be aHowed to resume construction.

c. The operator wiH control noxious weeds along rights-of-way for roads,
pipelines, weH sites, or other applicable facilities. A list of noxious weeds
may be obtained from the BLM, or the appropriate County Extension
Office. On BLM administered land it is required that a Pesdcide Use
Proposal shaH be submitted, and given approval, prior to the application of
herbicides or other pesticides or possible hnznrdous chemicals.

d. Drilling rigs and/or equipment used during drBling operations on this
weHsite wiH not be stacked or stored on Federal Lands after the conclusion
of driHing operations or at any other time without BLM authorization.
However, if BLM authorizadon is obtained, it is only a temporary
measure.

e. A silt catchment dam and basin will not be required.

f. AH lease and/or unit operations will be conducted in such a manner that
fuH compliance is made with aH applicable laws, regulations, Onshore Oil

and Gas Orders, the approved plan of operations, and any applicable
Notice to Lessees. The operator is fuHy responsible for the actions of his
subcontractors. A copy of these conditions will be furnished the field
representative to insure compliance.

g. A complete copy of the approved APD shaH be on location during
construction of the location and drBling activities.

h. There will be no deviation from the proposed drHling and/or workover
program without prior approval from the AO. Safe drBling and operating
practices must be observed. AH weHs, whether drilling, producing,
suspended or abandoned will be identified in accordance with 43 CFR
3162.
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i. "Sundry Notice and Report on WeHs" (Form 3160-5) will be filed for
approval for aH changes of plans and other operations in accordance with
43 CFR 3162.3-2.

j. This permit wiH be valid for a period of one year from the date of
approval. An extension period may be granted, if requested, prior to the
expiration of the original approval period. After permit termination, a
new application will be fBed for approval for any future operations.

k. The operator or his contractor shall contact the BLM Officesat
801/189-1362 48 hours prior to construction activities.

l. The BLM Office shall be notified upon site completion prior to moving on
the driHing rig.

m. In the event after-hours approvals are necessary, please contact one of the
following individuals:

Gerald E. Keneska Petroleum Engineer 801/181-1190

Ed Forsman Petroleum Engineer 801/189-7077
BLM Fax Machine 8017/89-3634

13. Lessee's or Operator's Representative and Cerdfication

Permit Matters Drilling & Completion Matters

PERMITCO INC. RIATA ENERGY, INC.
Lisa L. Smith 3901 So. BeBe
13585 Jackson Drive Amarillo TX 79109
Denver, CO 80241 806/352-2936
303/452-8888 Steve Looper

JamesHuling

IntifCO

Permitco Incorporgted
A Petroleum Permitting



ONSHORE ORD NO. 1 T ' IDENTIAL - TIGHT HOLE

Riata Energy, Inc.
North Walker Hollow #6-1 Lease No. UTU-0671

2385' FSL and 874' FEL
NE SE Sec. 6, T7S - R23E SURFACE USE PLAN
Uintah County, Utah Page 14

Cerdfication

I hereby cerdfy that I, or persons under my direct supervision, have inspected
the proposed drillsite and access route; that I am familiar with the condidons
which presently exist; that the statements made in this plan are, to the best of
my knowledge, true and correct; and, that the work associated with the
operations proposed herein will be performed by Riata Energy, Inc., its
contractors and subcontractors in conformity with the plan and the terms and
conditions under which it is approved.

This statement is subject to the provisions of 18.U.S.C. 1001 for the filing of a
false statement.

December 1, 1994 / ¿Ë
Date: Lisa L. Smith - PERMITCO INC.

Authorized Agent for:
RIATA ENERGY, INC.
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APPROXIMATEYARDAGES
EXCESS MATERIALAFTER

CUT 5% COMPACTION = 1,JJO Cu. Yds.
(6") Topsoil Stripping = 480 Cu. Yds· Topsoil & Pit Backfill = 1,JJ0 Cu. Yds.
Rernaining Location = 1,600 Cu. Yds. (1/2 Pit Vol.)

TOTALCUT = 2,080 CU.YDS. EXCESS CUT MATERIAL = 0 Cu. Yds.

UINTAH ENGINEERING & LAND SURVEYINGFILL = 710 CU.YDS. ,, ,, ,,, ,, . ,,,,,, ,, ,,,,, . ,,,e ,,,



A Wastewater Permit will be filed with the Uintah Basin District Health
Department once a rig has been selected.

Permitco Incorporgted
A Petroleum l¾rmitting



There are no federal stipulations at this time.

ermitco

Permitco Incorporated
A Petroleum Permitting



A Class III Archeological Survey has been waived by Blaine Phillips of
the Bureau of Land Management in Vernal, Utah.

Permitco Incorporated
A Petroleum Permitting



FORM3160-3 SUBMLTINTRBilCNIE* Formapproved.

(November 1983) (Olher inskucti BudgetBureanNo. 1004-0136

(formerly A331C) reverse ExpiresAugust 31, 1985

UNITED STATES
DEPARTMENT OF THE INTERIOR 5.IRASEDESIONATIONANDSERIALNO.

BUREAU OF LANDMANAGEMENT UTU-0671
6. IP INDIAN, ALLGITEB OR TRIBB NAME

APPLICATIONFOR PERMIT TO DRILL,DEEPEN, OR PLUG BACK N/A

la.TYPEOPWORK DRILL[Y] DEEPEN PLUGBACK[¯]
7.UNITAGREEMENTNAME

lb.TYPHOPWELL Right Fork Unit (Pending)
OIL GAS SINGLE MULTIPLE 8. PARM OR LEASE NAME

WELL WELL OTHER ZONE ZONE
[¯]

North Walker HoIow

1 NAME OP OPERATOR HUhl 2-ZW 0 mi W. MIS 9. WELL NO.

Riata Energy, Inc. Amarillo, TX 79109 #6-1
3. ADDRESS OP OPERATOR N IS ASCËSOR R 10. PIEED AND POOL OR WILDCAT

PERMITCO INC. - Agent nenwaren anul Wildcat
4. LOCATION OF WELL (Report location clearly and in accordance with any Stato req 11. SEC., T.,R., M., OR BLK.

At surfac. 2385' FSL and 874' FEL AND SURVEY OR AREA

At proposed Prod. Zon. NE SE Sec. 6, T7S - R23E
Sec. 6, T7S - R23E

14. DISTANCE IN MILES AND DIRECTION PROM NEAREST TOWN OR POST OFFICB 11 COUNTY OR PARISH 13. STATE

123 miles south of Jensen, Utah Uintah Utah
15. DISTANCE FROMPROPOSED•IDCATION TO NEAREST PROPERTY 16 NO O . NO. OP ACRES ASSIGNED TO THIS WELL

OR LEASE LINE. Fr.(Also to nearest drig. nuit line, if any) D(V S & MINING
874' 40

18. DISTANCE FROM PROPOSED LOCATION* TO NEAREST WELL, 19. PROPOSED DEPrH 20. RØrARY OR CABLE TOOLS

DRILLING, COMPLETED, OR APPLIED FOR ONTHIS LEASE, FF.

None 3,000' Rotary
21. ELEVXl10NS (Show wtanbut DP,kl, GR, etc.) 22. AkkkoJL 1)A1E WoRK wtil slAkl*

5858' GR Upon approval of this application
23. PROPOSED CASING AND CEMENTINGPROGRAM ËIplrBÉlOR 12/3ËNA

512E OP HOLE SlZE OF CASING WH[UHr/FOGT SEITING DHFTH QUANitrY OPŒMENT

12-1/4" 8-5/8" 24# 222' +/-150 sx Type G - Cire to surf.
7-7Æ" 4-1/2" 10.5 3,000' 290 sz or suffic to cover zones

of interest.

Riata Energy, Inc. proposes to driH a well to 3000' to test the Uinta formation. If productive, casing wiR be run
and the well completed. If dry, the well will be plugged and abandoned as per BLM and State of Utah requirements

See Onshore Order No. 1 attached.

Please be advised that Riata Energy, Inc. is considered to be the Operator of the above mentioned well.
Riata Energy, Inc. agrees to be responsible under the terms and conditions of the lease for the operations conducted
upon the lease lands.

Bond coverage for this well wiHbe provided by Riata Energy, Inc and should be approved by the BLM within.
a couple of days.

IN ABOVE SPACEDESCRIBE PROPOSEDPROGRAM: If proposal is to deepen or plug back, give dataon presentproducdve zone and proposed new producdve zone.

If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and Incasured and irne vertical deptha Give blowout preventer program, if any.

a. Consultant for:
SIGNED , 'fffl.B Riata Energy, Inc. DATE

(This.paceforFeirIlorStateoffice use)

PERMIT NO. APPROVAL DATE

APPROVEDBY TITLE OF UTAMnO1VISIONO
CONDITIONSOPAPPROVAI,19ANŸ: OlL, GAS, AND N

cc: Utah Division of Oil, Gas & Minin DATE:
*See Instructions On Reverse °

Title 18 U.S.C. Section 1001, makes it a crime for any persn knowingly and willfully to make to any ga
false, fictitious or fraudulent statements or representations as to any mater within its



T7S, R23E, S.L.B.&M RIATA ENERGY, INC.
Well location, NORTH WALKER HOLLOW#6--1,
located as shown in the NE 1/4 SE 1/4 of

WEST - (G.LO.) 14.3nG.L.O.
Section 6, T7S, R23E, S.L.B.&M. Uintah

I County, Utah.

Lot 4 Lot 3 Lot 2 Lot 1
BASIS OF ELEVATION

SPOT ELEVATIONAT THE SOUTHWEST CORNER OF SECTION
-------

-----.
6, T7S, R23E, S.LB.&M. TAKEN FROM THE RED WASH NW,
QUADRANGLE,UTAH, UINTAH COUNTY, 7.5 MINUTEQUAD.
(TOPOGRAPHIC MAP) PUBUSHED BY THE UNITED STATES' DEPARTMENTOF THE INTERIOR, GEOLOGICALSURVE'f. -

SAID ELEVATIONIS MARKED AS BEING 5256 FEET.
Lot 5 Lot 6 Lot 7 Lot 8

Lot 12 Lot 11 Lot 10 Lot 9

o
Lot 13 N

o

o o

6 o o oo o - o

NOR7H WAI.KÐF \ SCALE
Lot 14 H0l.l.0W /6-1 \

Elev. Ungraded Ground = 50J1' \

I

in
CERTIFICATE

\ THIS IS TO CERTIFYTHAT THEABOVEPLAT yinitEBAggg FROM
Lot 15 FIELD NOTES OF ACTUALSURVEYSMADE OR,UNDER N,

SUPERVISIONANO THAT THE SAME ARE 00RREÒT-TO THE
\ BEST OF MY KNOWL£DGEAND BEUEF.

1937 19J7 \ 1937
&ast ¢dy &ass cap Brass ¢cps· sw. Ps, e- High, Pio i 14 Hg, pg,
of Stoner of Stones - of Stoner REGISM SUR

AL REGISÍRAllONNO. 1 I 19
NB954'407 2490.0J' (Meas.) NB9'57'E - G.Lá. (Basis of Beark;gs) mTE' F AH

26J9.65' (Measured) Unrras ENGINEERING &c V YD1G
85 SOUTH 200 RAST - VERNAI.'UTAE 84078

{801) 789-1017

LEGEND: SCALE DATESURVEYED: DATEDRAWN:
1" =

1000° 11-18-94 11-22-94
=

90° SYMBOL PARTY REFERENCES

= PROPOSED WELL HEAD.
D.A. G.B. D.R.8- G.LO. PLAT

WEATHER FRÆ .
A = SECT10N CORNERS LOCATED. (Brass cops) COLD RIATA ENERGY,



WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 12/05/94 API NO. ASSIGNED: 43-047-32606

WELL NAME: NORTH WALKER HOLLOW 6-1

OPERATOR: RIATA ENERGY INC (NS265)

PROPOSED LOCATION: INSPECT LOCATION BY: | |
NESE 06 - TO7S - R23E
SURFACE: 2385-FSL-0874-FEL TECH REVIEW Initials Date

BOTTOM: 2385-FSL-0874-FEL
UINTAH COUNTY Engineering
WALKER HOLLOW FIELD (700)

Geology
LEASE TYPE: FED
LEASE NUMBER: UTU-0671 Surface

PROPOSED PRODUCING FORMATION: UNTA

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3. Unit: 87/¿ 7354#¾
Bond: Federal[] State[] Fee[]

(Number ) R649-3-2. General.

Potash (Y/N)
Oil shale (Y/N) R649-3-3. Exception.

Water permit
(Number ) Drilling Unit.

RDCC Review (Y,/N) Board Cause no:
(Date: /7/b/ff ) Date:

IONS:
CONFIDENTIAL



RIATAENERGYINC
NORTHWALKERHOLLOW6-1

SEC. 6, T7S, R23E UINTAHCOUNTY
WALKERHOLLOWFIELD
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STATE OF UTAE

Operator: RIATA ENERGY INC. Well Name: NORTH WALEER EOLLOW

Project ID: 43-047-32606 | Location: SEC. 06 - TO78 - R23E

Design Parameters: Design Factors:
Mud weight ( 9.00 ppg) : 0.468 pet/ft Collapse : 1.125
Shut in surface pressure : 1307 poi Burst : 1.00

Internet gradient (burst) : 0.032 pei/ft 8 Round : 1.80 (J)

Annutar gradient (burst) : 0.000 psi/ft Buttress : 1.60 (J)

Tensite load is determined using buoyed weight Other : 1.50 (J)

Service rating is MSueet" Body Yield : 1.50 (B)

Length Size Weight Grade Joint Depth Drift Cost
(feet) (in.) (lb/ft) (feet) (in.)

1 3,000 4.500 10.50 J-55 ST&C 3,000 3.927

Collapse Burst Min Int Yield Tension
Load Strgth S.F. Load Strgth S.F. Load Strgth S.F.

(psi) (psi) (psi) (psi) (kips) (kips)

1 1403 4010 2.859 1403 4790 3.42 27.17 132 4.86 J

Prepared by : FRM, Salt Lake City, UT
Date : 01-17-1995
Remarks :

Minimum segment length for the 3,000 foot well is 1,000 feet.

SICP is based on the ideal gas law, a gas gravity of 0.69, and a mean gas

temperature of 89°F (Surface 74'F , BNT 104°F & temp. gradient 1.000·/100 ft.)

The mud gradient and bottom hole pressures (for burst) are 0.468 psi/ft and
1,403 poi, respectively.

NOTE: The design factors used in this casing string design are as shown above. As a general guide-

tine, Lone Star Steel recommends using mininun design factors of 1.125 - Collapse (with

evacuated casing), 1.0 - Burst, 1.8 - 8 Round Tension, 1.6 - Buttress Tension, and 1.5 - Body

Yield. Collapse strength under axial tension was calculated based on the Westcott, Dunlop and

Kemier curve. Engineering responsibility for use of this design will be that of the purchaser.
Costs for this design are based on a 1987 pricing model. (Version



State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
355 West North Temple

Michael O e 3 Triad Center, Suite 350

Ted Stewart Salt Lake City, Utah 84180-1203

Executive Director 801-538-5340

James W. Carter 801-359-3940 (Fax)
Division Director 801-538-5319 (TDD) January 17, 1995

Riata Energy, Inc.
3901 South Belle
Amarillo, Texas 79109

Re: North Walker Hollow #6-1 Well, 2385' FSL, 874' FEL, NE SE, Sec. 6, T. 7 S., R.
23 E., Uintah County, Utah

Gentlemen:

Pursuant to Utah Code Ann. § 40-6-18, (1953, as amended), Utah Admin. R. 649-
2-3, Application of Rules to Unit Agreements and R. 649-3-4, Permitting of Wells to be
Drilled, Deepened or Plugged-Back, approval to drill the referenced well is hereby
granted.

In addition, the followingspecific actions are necessary to fully comply with this
approval:

1. Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil
and Gas Conservation General Rules.

2. Notification to the Division within 24 hours after drilling operations
commence.

3. Submittal of Entity Action Form, Form 6, within five working days following
commencement of drilling operations and whenever a change in operations
or interests necessitates an entity status change.

4. Submittal of the Report of Water Encountered During Drilling, Form 7.

5. Prompt notification prior to commencing operations, if necessary, to plug
and abandon the well. Notify Frank R. Matthews, Petroleum Engineer,
(Office) (801)538-5340, (Home) (801)476-8613, or K. Michael Hebertson,
Reclamation Specialist, (Home)



Page 2
Riata Energy, Inc.
North Walker Hollow #6-1 Well
January 17, 1995

6. Compliance with the requirements of Utah Admin. R. 649-3-20, Gas Flaring
or Venting, if the well is completed for production.

This approval shall expire one year after date of issuance unless substantial and
continuous operation is underway or a request for an extension is made prior to the
approval expiration date. The API number assigned to this well is 43-047-32606.

Sincerely,

Assoc° te Director

ldc
Enclosures
cc: Uintah County Assessor

Bureau of Land Management, Vernal District Office



FCAM O ' TE OF UTAH

DMSION MIL, GAS AND MINING
s. t.... o..ign......a sul.I nume..r

UTU-0671

SUNDRY NOTICES AND REPORTS ON WELLS
7. Unit Agreement Name:

Do not use Siis fann for pmposals ¾ dr- new weis, deepen emisdngweis, or b feenter plugged and abandoned weis.
Use MPUCATION FOR PERMIT TO DRIU.OR DEEPEN fann forauch pmpo..a Right Fork Unit (Pending)

6. Wei Name and Numtier:
1.vyp.«w.u: OILO GAsU OTHER: North Walker Hollow #6-1

2 Name & Operalor e. MI Wei Number

Riata Energy, Inc. f-Û
3. Address and Telephone Number: 10. Field and Pool, or WHdcat

P. O. Box 10209, Amarillo, TX 79116-0209 (806) 352 2936 Wildcat
4 use.nonaw.n

F •••= 2385' FSL and 874' FEL county: Uintah
oo.s.c..T.,R.,M.: NE SE Section 6-T7S-R23E Utah

1 CHECK APPROPRIATE BOXES TO INDICATE NiTURE OF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENTREPORT

(SubmR In Dupiosh) (SubmR Originsi Form Only)

O Abandon O New Construction 0 Abandon 0 New Construction

O R•pair casing O Pull or Alter casing O Repair casing O Pull or Alter casing
O Change of Plane O Recomplet• O Change of Plan• O Reperforate

O convertto injection 0 Reperforate O Convert to injection 0 ventor Flare

O Fracture Treat or Acidize O Vent or Flare O Fracture Treat or Acidize O Water Shut-Off

O Multiple Completion 0 Water Shut-Off O Other

O Other
Date of work completion

Approximate date work will start Januarl( 27, 199 5 Asport reauts & Muhiple e-ri-si- and Rooompianone to dlWesent reservoirson WELL
courumON OR RECOMPLERON AEPORF MID I.OG fann.

• Must be accompanied by a coment verNicadon mpod.

12 DESCAIBEPROPOSEDOR COMPLEIEDOPERATIONS(Clearlyslale all pertinentdetails, and glve pertinent dales. Wwell is directionally drilled, give subsurface locadons and measured and true
verdcel depths for al markers and zones perdnent to this work)

Begin location construction and dirt work on road and location.

JAN TM L

DIVOFOILGAS& MINING

Name&Signalure: Tide: Fn ÍneAT Dale: .Tan. %r 1995

(TMsapsee for stataune enig

(494) (seeinstrucions on neverse



FORM e I OF UTAH

DMSION OF OIL, GAS AND MINING
5. Lasse Designagon and Sedal Number

UIU-0671
0. E Indian, Allonne or Tdbe Name:

SUNDRY NOTICES AND REPORTS ON WELLS
7. Unit Agreement Name:

Do not une eds form for proposals e drin new weis, deepen udsung wens, or to seenior PIGUged and abandoned weis. .

Use APPUCANON FOR PERMIT TO DAIU.OR DEEPEN form for auch - Right Fork Unit (Pending)
8 Wel Name and Number

1. Typ•« w•u: oit O G^s © OTHER: North Walker Hollow #6-1

2. Name & Opersine 9. API Wei Numben

Riata Energy, Inc.
Addises and Telephone Numben 10. Field and Pool, or Widcat

P. O. Box 10209, Amarillo, TX 79116-0209 (806) 352 2936 Wildcat

4 toe.non g w.a
••• 2385' FSL and 874' FEL couniy Uintah

NE SE Section 6-T7S-R23E Utah

1 CHECK APPROPRIATE BOXES TÓINDICATE N\TURE OF NOTICE, REPORT, OR OTHER DATA

NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Du¢Ioatal (SubmR Originel Form Oedd

O Abandon () New Construction O Abandon O New Construction

O Repair casino O Pull or Alter casing O Repair Casing O Pull or Alter casing
O Change of Pian• O R•oomPl•t• O Change of Plans O Reperforate

O convertto In¡ection 0 R•perforate O convertto In¡ecuon O V•nt or Flare

O Fracture Treat or Acidize O Vent or Flare O Fracture Treat or Acidize O W•t•r Shut-Off

O Multiple Completion O Water Shut-Off O Other

O Other
Date of work completion

Approximate date work wul start January 27, 199 5 Aaport mouts & Muhl¢e Com¢mMons and Reoom¢edene to dMielent meenmilsm WEU.
COMPum0N OR AECOMPLERON REPORT AND LOG forn

• Must be accompenled by a coment verincadonreport.

12. DESCRIGE PADPOSED OR COMPLETED OPERATIONS (Clearly stale all peltinent details, and give pertinent dates. R wei is direcilonaHy ditWed, give subauffmœ Iocadons and measured and true
verdeeldepths for al markers and zones poignent to this work.)

Begin location construction and dirt work on road and location.

JAN2TM

DIVOF OIL,GAS&MINING

asso..n.. nu.: Fngin r o.l.: .Tan. %, 1995

(AS4) ee instrucMons on Aaverse





COA's Page 1 of 7 ·

Well: North Walker Hollow 6-1

CONDITIONS OF APPROVAL
APPLICATION FOR PERMIT TO DRILL

Company/Operator: Riata Energy Corp.

Well Name & Number: North Walker Hollow 6-1

API Number: 43-047-32606

Lease Number: U-0671 •

Location: NESE Sec. 06 T. 07 S R. 23 E

NOTIFICATION REQUIREMENTS

Location Construction - at least forty-eight (48) hours prior to construction of location and
access roads.

Location Completion - prior to moving on the drilling rig.

Spud Notice - at least twenty-four(24) hours prior to spudding the well.

Casing String and - at least twenty-four(24) hours prior to rimningcasing and
Cementing cementingall casing strings.

BOP and Related - at least twenty-four (24) hours prior to initiating pressure tests.
Equipment Tests

First Production - within five (5) business days after new well begins, or production
Notice resumes after well has been off production for more than ninety (90)

days.

For more specific details on notification requirements,please check the Conditions of Approval for
Notice to Drill and Surface Use



COA's Page 2 of 7
Well: North Walker Hollow 6-1

CONDITIONS OF APPROVAL FOR NOTICE TO DRILL

Approval of this application does not warrant or certify that the applicant holds legal or equitable title
to those rights in the subject lease which would entitle the applicant to conduct operations thereon.

Be aware fire restrictions may be in effect when location is being constructed and/or when well is

being drilled. Contact the appropriate Surface Management Agency for information.

Pursuant to the provisions of 43 CFR 3103.4-2, suspension of operations and production for
lease U-0671, is effective as of December 1, 1994. The suspension will terminate; (1) on the first

of the month within ninety (90) days following the receipt of the approved APD, or (2) the first

day of the month in which actual drilling operations are commenced.

A. DRILLING PROGRAM

1. Estimated Depth at Which Oil, Gas, Water, or Other Mineral Bearing Zones are Expected to
be Encountered

Report water shows and water-bearing sands to Tim Ingwell of this office. Copies of
State of Utah form OGC-8-X are acceptable. If noticeable water flows are detected, submit
samples to this office along with any water analyses conducted.

2. Pressure Control Equipment

The BOP and related equipment shall meet the minimum requirements of Onshore Oil and
Gas Order No. 2 for equipment and testing requirements, procedures, etc., for a 3M system .

and individual components shall be operable as designed. Chart recorders shall be used for all
pressure tests.

Test charts, with individual test results identified, shall be maintained on location while
drilling and shall be made availableto a BLM representative upon request.

The Vernal District Office shall be notified, at least 24 hours prior to initiating the pressure

tests, in order to have a BLM representative on location during pressure testing.

3. Casing Program and Auxiliary Equipment

Surface casing shall have centralizers on the bottom three joints,with a minimum of one
centralizer per joint.

If usable water and oil shale resources are encountered while drilling, they shall be isolated
and/or protected via the cementing program. If gilsonite is encountered while drilling, it shall

be isolated and/or protected via the cementing
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Well: North Walker Hollow 6-1

The Vernal District Officeshall be notified at least 24 hours prior to the running and

cementing of all casing strings, in order to have a BLM representativeon location while

running and cementing all casing strings.

4. Mud Program and Circulating Medium

Hazardous substances specifically listed by the EPA as a hazardous waste or demonstrating a
characteristic of a hazardous waste will not be used in drilling, testing, or completion
operations.

No chromate additives will be used in the mud system on Federal and Indian lands without

prior BLM approval to ensure adequate protection of fresh water aquifers.

5. Coring, Logging and Testing Program

Daily drilling and completion progress reports shall be submitted to this office on a weekly

basis.

A cement bond log (CBL) will be run from the production casing shoe to ± 222 ft. and shall •

be utilized to determine the bond quality for the production casing. Submit a field copy of the

CBL to this office.

6. Notifications of Operations

The Vernal District Office shall be notified, during regular work hours (7:45 a.m.-4:30 p.m.,

Monday through Friday except holidays), at least 24 hours prior to spudding the well.

Operator shall report production data to MMSpursuant to 30 CFR 216.5 using form
MMS/3160.

The date on which production is commencedor resumed will be construed for oil wells as the

date on which liquid hydrocarbons are first sold or shippedfrom a temporary storage facility,

such as a test tank, and for which a run ticket is required to be generated or, the date on

which liquid hydrocarbons are first produced into a permanent storagefacility, whichever first

occurs; and, for gas wells as the date on which associatedliquid hydrocarbons are first sold

or shipped from a temporary storage facility, such as a test tank, and for which a run ticket is

required to be generated or, the date on which gas is first measuredthrough permanent

metering facilities, whicheverfirst occurs.

Should gas be vented or flared without approval beyond the authorized test period, the
operator may be directed to shut-in the well until the gas can be captured or approval to

continue venting or flaring as uneconomic is granted and the operator shall be required to

compensate the lessor for that portion of the gas vented or flared without approval which is

determined to have been avoidably
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Well: North Walker Hollow 6-1

7. Other Information

All loading lines will be placed inside the berm surrounding the tank battery.

All off-lease storage, off-lease measurement,or commingling on-lease or off-lease will have
prior written approvalfrom the AO.

Gas meter runs for each well will be located within 500 feet of the wellhead. The gas
flowlinewill be buried or anchored down from the wellhead to the meter and within 500 feet
downstreamof the meter run or any production facilities. Meter runs will be housed and/or
fenced.

The oil and gas measurement facilities will be installed on the well location. The oil and gas
meters will be calibratedin place prior to any deliveries. Tests for meter accuracywill be
conducted monthly for the first three months on new meter installations and at least quarterly
thereafter. The AO will be provided with a date and time for the initial meter calibration and
all future meter proving schedules. A copy of the meter calibration reports will be submitted
to the Vernal District Office. All meter measurement facilities will conform with Onshore Oil

& Gas Order No. 4 for liquid hydrocarbons and Onshore Oil & Gas Order No. 5 for natural

gas measurement.

The use of materials under BLM jurisdictionwill conform to 43 CFR 3610.2-3.

There will be no deviation from the proposed drilling and/or workover program without prior
approval from the AO. Safe drilling and operating practices must be observed. All wells,
whetherdrilling, producing, suspended, or abandoned will be identifiedin accordance with 43

CFR 3162.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for approval for all
changes of plans and other operations in accordance with 43 CFR 3162.3-2. .

Section 102(b)(3) of the Federal Oil and Gas Royalty Management Act of 1982, as
implementedby the applicable provisionsof the operatingregulations at Title 43 CFR 3162.4-

1(c), requires that "not later than the 5th business day after any well begins production on
which royalty is due anywhere on a lease site or allocated to a lease site, or resumes
production in the case of a well which has been off production for more than 90 days, the
operator shall notify the authorized officer by letter or sundry notice, Form 3160-5, or orally
to be followed by a letter or sundry notice, of the date on which such production has begun or

resumed."

If you fail to comply with this requirement in the manner and time allowed, you shall be
liable for a civil penalty of up to $10,000per violation for each day such violation continues,
not to exceed a maximum of 20 days. See Section 109(c)(3) of the Federal Oil and Gas
Royalty Management Act of 1982 and the implementing regulations at Title 43 CFR 3162.4-
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Well: North Walker Hollow 6-1

In the event after-hours approvals are necessary, please contact one of the following
individuals:

Wayne Bankert (801) 789-4170
Petroleum Engineer

Ed Forsman (801) 789-7077
Petroleum Engineer

BLM FAX Machine (801)
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Well: North Walker Hollow 6-1

EPA'S LIST OF NONEXEMPT EXPLORATION AND PRODUCTION WASTES

While the following wastes are nonexempt, they are not necessarily hazardous.

- Unused fracturing fluids or acids

- Gas plant cooling tower cleaning wastes

- Painting wastes

- Oil and gas service company wastes, such as empty drums, drum rinsate, vacuum truck rinsate,
sandblast media, painting wastes, spend solvents, spilled chemicals, and waste acids

- Vacuum truck and drum rinsate from trucks and drums, transporting or containing nonexempt waste

- Refinery wastes

- Liquid and solid wastes generated by crude oil and tank bottom reclaimers

- Used equipment lubrication oils

- Waste compressor oil, filters, and blowdown

- Used hydraulic fluids

- Waste solvents

- Waste in transportationpipeline-related pits

- Caustic or acid cleaners

- Boiler cleaning wastes .

- Boiler refractory bricks

- Incinerator ash

- Laboratory wastes

- Sanitary wastes

- Pesticide wastes

- Radioactive tracer wastes

- Drums, insulation and miscellaneous
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Well: North Walker Hollow 6-1

SURFACE USE PROGRAM .

Conditions of Approval (COAs)

Additional Surface Conditions of Approval

The culverts to be installed will be 18 inches or larger.

No construction or drilling will be allowed from April 1 to July 15 to protect nesting







STANDARD FORM 299 (9/92)
Prescribedby DOI/USDA/DOT APPLICATIONFOR TRANSPORTATI D APPROVED
P.L 96-487and Pederal UTILITYSYSTEMSANDFACI , y , 3. iooooo6o
Register Notice 6-3-81 ON FEDERALLANDS : June so,1995

NOTE: Before completing and filing the application, the applicant should comple¢ly reWertids ilselt- AGEICYUSEONLY
a8e and schedule a preapplication meeting with representatives of the ÌileSG AllMal r
yocessing the application. Each agency may have specific and unique reipurianenni to ne niet
in preparin8 and yocessing the application. Many times, with the help of the agency represen- Date filed
tative, the application can be completedat the preapplication meeting.

1. Nameand address of applicant (include zip 2. Name. Title, and address of authorized agent 3. TELEPHONE(area code)
code) if different fromItem 1 (include zip code) Applicant

Riata Energy, Inc. Permitco Inc. 806/352-2936
5912 AmarilloBlvd.West 13585 Jackson DriVO Authorized A8ent
Amarillo,TX 79106 Denver, CO 80241 303/452-8888

4. As applicant are you? (check one) 5.

a. Individual a. Newauthorization

b. Corporation * b. Renewexistin8 authorization No.

c. Partnership/Association * c. Amendexisting authorization No.

d. State Government/State Agency d. Assign existing authorization No,

e. Local Government e. Existing use for which no authorization has been received *

f. Federal A8ency f. Other *

* If checked, complete supplemental page * If checked, provide details under Item 7

6. If an individual, or partnership are you a citizen(s) of the United States? Yes No N/A

7. Project description (describe in detail): (a) Type of system or facility, (e-8., canal, pipeline, road): (b) related structures and facili-

ties; (c) physical specifications (length, width, gradin8, etc.): (d) term of years needed; (e) time of year af use er operation; (f) Vol-

ume er amount of product to be transported; (g) duration and timin8 of construction; and (h) temporary wcrk areas needed for construc-

tion. (Attach additional sheets, if additional space is needed.)
a. Riata Energy, Inc. proposes to lay a surface gas gathering line from their wellsite (WalkerHoiow #6-1)

located in the NE SE of Section 6, T7S - R23E. Approximately3200 feet ofpipeline willbe laid withinLease
No. U-0671. The remainder of the line (approximately 8900 feet) willbe located off-lease. Please refer to
pipeline mapattached.

BLMacreage to be affected outside of Lease No. U-0671 is as follows:
T7S - R23E E/2 W/2, NWNE
Sec. 7: E/2 NW/4,NE SW
Sec. 18:

b. There are no related structures or facilities proposed at thistime.

c. The first 500' of pipeline (fromthe wellhead) willbe steel 2-7/8", 6.5#, J-55 EUE-8-rdtubing. The remainder
of the pipeline willbe 3", SDR-7 Drisco Poly Pipe. See Attachment #1 for additional pipeline information.
No surface disturbance is anticipated as a result of the installationof this line.

(Continnued on Page two)
8. Attach map covering area and show location of project proposal See pipeline map attached.

9. stateer locai government approval:
[¯]

Attached [X] Applied for ) Not required (Highwaycrossing)

10. Nonreturnable applicaton fee: Attached Not required $175.00monitoringand applicationfee

11. Does project cross international boundary or affect international waterways? Yes No (If "yes," indicate on map)

12. Give statement of your technical and financial capability to construct, operate, maintain, and terminate system for which authorization

is bein8 requested.

Riata Energy, Inc. is technicallyand financiallycapable to construct, operate, maintain and terminatethe propose
pipeline route.

ontinued on reverse) Thisformis authorized forlocal



November 21, 1994
Trinity Petroleum Exploration, Inc.
Black Horse Federal #31-9-15-24
TPC State #23-36-14-24
Uintah County, Utah
Right of Way Application
Page 1

d. The term of years needed is 30 years or the entire life of the producing wells, whichever
is longer unless notification is given to the BLM for cancellation of this Right-of-Way.

e. The pipeline will be used year round for transportation of gas from the Walker Hollow
#6-1.

f. Anticipated production is unknown at this time.

g. No construction will be required since the pipeline will be laid on the surface.
All appropriate permits will be filed with the State Highway Department for crossing
Highway 264.

h. No temporary work areas will be













DIVISION OF OIL, GAS AND MINING

Name of Company: RIATA ENERGY INC.

Well Name: NORTH WALKER HOLLOW 6-1

Api No. 43-947-32§9§

Section § Township 7S Range 23E County UINTAH

Drilling Contractor COLORADO WELLS SERVICE

Rig # 70

SPUDDED: Date 3(1/95

Time 12:01 AM

How ROTARY

Drilling will commence

Reported by JAMES FALLIS

Telephone # 1-393-2§O-2493

Date: 3/1/95 signed:



Form 3160-5 UNITED STATES FORM APPROVED

Uune 1990) DEPARTMENT OF THE INTERIOR reÔ
31

BUREAU OF LAND MANAGEMENT < Designation and Serial No

I U 'U-0671
SUNDRY NOTICES AND REPORTS ON W xiian, Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or re-+n n 9 fr i r
Use "APPLICATION FOR PERMIT-" for such proposals

7. If Unit or g, Agreement Designation
SUBMIT IN TRIPLICATE = •

I Type of Well Right Fork Unit (Pending)
O Li, O 'n O o.se, 8. Well Name and No.

2 Name of Operator N. Walker Hollow 6-1

Riata Energy, Inc. 9. API Well No.

3 Address and Telephone No. 43-047-32606

P. O. Box 10209, Amarillo, TX 79116-0209 10. Field and Pool, or Exploratory Area

4 Location of Well (Foocage. Sec., T., R., M., or Survey Description) Wildcat
2385' FSL & 875' FEL Sec. 6-T7S-R23E 11. countyor Parish, State

Uintah Co . , Utah

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plus

O Recompledon New Construction

Subsequent Repon Pluging Back Non-Routine Fracturing

O Cning Repair Water Shut-Off

Final Abandonment Notice O an.ri., c.i., O c........ w i.go.

O om., O ois,... w...
(Note: Reportresuksof mukipiccompletiononWell
Compiction or Recompiction Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state a 1pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,
give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Spud well 12:01 a.m. 3-01-95.

Drilled to 240 '
. Rigged up to run casing. Ran 8 5/8" 24# J-55 ST&C casing with one

centralizer on each bottom 3 joints. Rigged up Halliburton, cemented casing with 150 sx
Class G cement w/2% KCL 15.4 ppg, yield 1.11 cu. ft. Cement.circulated to surface. Wait

on cement 24 hours. Cement job witnessed by BU representative.

Rigged up Double Jack Testers, tested pipe rams, chokeline valve, kill valve and inside BOP

to 3000 psi, 10 minutes. Tested pipe rams, I.S. chokeline valve and check valve to 3000 psi

10 minutes. Tested annular BOP to 1500 psi 10 minutes, blind rams and manifold valves to
3000 psi 10 minutes. Tested 8 5/8" csg to 1500 psi 30 minutes, upper kelly valve to 3000 psi

10 minutes. Tests witnessed by Bm representative.

3-03-95: Drilling ahead at 1188 '
.

cc: State of Utah
, of Natural Resources, Oil & Gas Mining

14. I hereby that the foregoing true and co

4 A . y¡ne Product ion Clerk Date March 3 , 199 5

(Ibis space for Federal or State office use)

Approved by Tide Darc
Condidons of approval, if any:

Tide 18 U.S.C. Section 1001, makes it a crime for any person knowingly and wiBfully to make to any department or agency of the United States any false, ficdtious or fraudulent statements
or represcalations as to any maner within its jurisdiction.

*See instruction on Reverse



DIVISIO0tl
f uit, GAS ANDMINING OPERATOR

_

ILLata Ekxarcgr, IrK:. OPERATORACCT. NO. de
ENTITY ACTION FORM- ronM 6 AconEss

P. O. Box 10209

havrcillo. 22( 79116;-0209

ACTION CURRENf NEW API NUMBER WELLNAME E.________ SPUD EFFECTIVECODE ENTlfY NO. ENTITY NO. QQ SC TP RG COUNTY DATE DATE

A // 13-047-32606 North Walker Hollow 6-1 NE S 6 7S 23E Uintah 3-01-95

WELL l COMMENTS: New single gas well - first well in Right Fork Unit (Pending)

)L 2 COHMENTS:

I | | | \ \ \
WELL3 COHMENfS:

ELL 4 COMHENTS:

L 5 COHNENTS:

ACTION CDDES(See instructions on back of form)
A - Establish new entity for new well.(single well only) ,MA,
D - Add new well to existing entity (group or unit well) Signature
C - Re-ass gn will from one existing entityy to aanothern tyting entity

E9:odrz:ticna Jusst. 3/2/95
E - Other (explain in connents section) Title Date

806 352-2936
NOTE: Use CONNENTsection to explain why each Action Code was selected. Phone No. ( )



Form 3160-5 UNITED STATES FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR Ex¾ 3
3135

BUREAU OF LAND MANAGEMENT i. Designation and Serial No.
UTU-0671

SUNDRY NOTICES AND REPORTS ON W lWOF OIL GAS 4gggI ian. Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a
Use "APPLICATION FOR PERMIT--" for such proposals

7. If Unit or CA, Agreensent Designation
SUBMIT IN TRIPLICA T Right Fork Unit (Pending)

1- Type « Well
g ym;

8. Well Name and No.O weri 28 well O Other
N. Walker Hollow 6-1

2. Name of Operator
9. API Well No.Riata Energy, Inc.

3. Address and Telephone No. 43-047-32606

P. O. Box 10209, Amarillo, TX 79116-0209 10. Field and Pool, or Ex¢oratory Area

4 lacation of Well (Footage, Sec., T., R., M., or Survey Description) Wildcat
2385' FSL & 875' FEL Section 6-T7S-R32E II. countyor Parish, State

Uintah County, Utah

12. CHECK APPROPRIATE BOX(s)TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Nodce of Intent Abandonment Change of Hans

O a....w.co. O New Constn cdon

Subsequent Repon Hugging Back Nœ Rodne Fractung

O c..m as, O Waar ShutŒ

O Final Abandonment Nodce Al ting Cas¾ Conversion m Ing

otherReachea sn, logged a Dispose Water
(Note Reportresultsof multipkcompktionon Well

Completion or Recompktion Repon and Lag form.)

13. Describe Proposed or Completed Operations (Clearly state a 1pertinent details, and givepertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Total Depth 2931' 3-7-95.

Rigged up Halliburton and logged. Rig down Halliburton. Received verbal approval to
run 4 1/2" casing from Bureau of Land Management. Rigged up and ran 76 jts. 4 1/2"
J-55 10.5# casing with 17 centralizers (one every 4th joint), casing set at 2918'.
Rigged up Halliburton and cemented casing with 270 sacks Thixotropic cement. Wait on
cement 24 hours.

cc: State of Utah

(Ibis space for Federal or State onice use)

Appioned by Tide Dale
en..uninn= of approvat, if any:

Tide 18 U.S.C. Section 1001, makes it a crime for any person knowingly andwillfully to make to any department or agency of the Unied States any false, fictitious or fraudulent statements

or re as as any mener widiin its juri•d
*See Instmetion on Reverse



Form 3160-5 UNITED STATES FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR MAR‡3 1995 RN 310¾031¾

BUREAU OF LAND MANAGEMENT 5 I se Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON W V OFOIL,GAS & l\/n
omlor

Tribe Name

Do not use this form for proposals to drill or to deepen or reentry o .

Use "APPLICATIONFOR PERMIT-" for such proposals

SUBMIT IN TRIPLICA TE
7. It unitor cA, Agreenmut Designadon

1. Type of WeH
Right Fork Unit (Pending)

O U.a Ø". O o.. 8. Wou Naumand No.

2. Name of Operator N. Walker Hollow 6-1

Riata Energy , Inc .
9. API Wen No.

3. Address and Telephone No. 43-047-32606

P. O. Box 10209, Amarillo, TX 79116-0209 10. Field and Pool, or Exploratory Area

4. Imation of Well (Footage, Sec., T., R., M., or Survey Description) Wildcat
2385' FSL & 875' FEL Section 6-T7S-R32E u. countyor Parish, State

Uintah County, Utah

12. CHECK APPROPRIATE BOX(s)TO INDICATE NATUREOF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of inant O at......... O Change of Mans

O .......so. O s.. c.....eso.
O Subsequent Repmt Muggin8 Back O Non-Routine Fracturing

O Cassag Repair Waar Shut-OR

O Final Abandonment Notice O c.... O c..-.....»
G on=r complete well O Dispose Water

(Note: Reportresuksof mukipiccompictionon Well

Completion or Recompletion Report and Logform.)

13. Describe Proposed or Completed Operadons (Clearly state a i perdnent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direcdonally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Complete well per attached procedure 3/8/95.

cc: State of Utah

14.

Si Tine PrnrincH nn C Ierk . D.re 3 /7 /9 5

(Illis space for Pederal or State cince ase)

Approved try Tide Date
e-Es=nns of approval, if any:

Tide 18 U.S.C. Section 1001, makes it a crime for any person knowingly and wiBfuByto make to any department or agency of the United States any false, fictitious or frandulent stalements

or as se any mener wilhimils pri-la
•8ee Instruction on Reuerae



North Walker Hollow #6-1

Location: 2,385' FSL & 874' FEL
Sec 6, T7S-R23E,
Uintah County, Utah

Data: 12-1/4" Hole to 222' 8-5/8", 24#, J-55, ST&C Casing to 222'

7-7/8" Hole to 3,000' 4-1/2", 10.5#, J-55, ST&C Casing to 2,918'

4-1/2" Csg: Drift= 3.927", Burst= 4,790 psig
2-3/8" Tbg: Drift= 1.901", Burst= 7,700 psig

4-1/2" Capacity: 0.0159 Bbl/ft, 0.6699 gpf
2-3/8" Capacity: 0.00387 Bbl/ft, 0.1624 gpf

4-1/2" X 2-3/8" Annulus: 0.0118 Bbl/ft, 0.4962 gpf

Procedure:

1. MI and RU Pulling Unit. NU BOP. MI and RU Electric Wireline Unit. RIH wl
GR-CCL-CBL correlate and log from PBTD @+2,900' to TOC. ROOH w/
Logging Tools.

2. MUand TIH w/ 2-3/8"-X-4-1/2" Tension Set Retrievable Packer, 2-3/8" SN,
and 2-3/8" Tbg. Set Packer +2,480' (approximately 50' above perforations.
ND BOP and NU Wellhead. Pressure test tubing(packer and casing below
packer) with backside open to 500 psig. Then, pressure backside with the
tubingopen to 500 Psig.

3. Swab fluid level down to +2,400'.

4. MI and RU Schlumberger Wireline Unit. RU Lubricator. RIHwl CCL and 1-
11/16" Ener-Jet Strip Gun phased 0 degrees and Decentralized, loaded w/
43 -8 gram DP Enerjet IIIcharges 6 SPF and perforate: 2540-2547' ROOH
wl Perforating guns. RD and MOWireline Unit.

5. Flow and/or Swab well down as needed.

6. Ifwell is producing in commercial quantities perform a third party 4 hour flow
test w/ recorder on appropriate chokes. Otherwise evaluate for



FORMe 'ATE OF UTAH

DIVISIONOIL, GAS AND MINING
taase Osalgnadon and Sedal Number

NAR2 0 l995 UTU-0671
6. WIndian, Alloose or Tdbo Name:

SUNDRY NOTICES AND REPORTS ON W
DI OIL, GAS & MIN luG

00 not uselhls form for pinposals to drill new wells, deepen exi-Ung wells, or in leefdst plugged and abandoned weis.
E tÁt Agreement Name:

Use APPUCATlON FOR PEAMITTO DRIU.OR DEEPEN form for such proposais. Fo Unit

B. Well Name and Number
9. Tw.« w.n: OILO GAs O OTHER: Dry Hole N. Walker Hollow 6-1

2. Name of Operalor 9. API Wel Number
Riata Energy, Inc. 43-047-32606

3. Address and Telephone Number: 10. Field and Pool,or Widcat

P. O. Box 10209, Amarillo, TX 79116-0209 (806) 352 2936 Wildcat

.
2385' FSL & 875' FEL Sec. 6-T7S-RpE ÂÎ( 4. Uintah

NE SE Sec. 6-T7S-R32E "' Utah

1 CHECK APPROPRIATEBOXESTO INDICATENtTURE OF NOTICE, REPORT, OR OTHER DATA

NOTICE OF INTENT SUBSEQUENT REPORT
(Bubmit in Dupilo-te) (SubmR Original Form Only)

O Abandon 0 New Construction g Abandon O New Construction

O Repair casino O Puli or Alter casing O Repair Casing O Pull or Alter casing
O Change of Plan• O Recomplet• O Change of Plan• 0 Reperforate

O convertto injection 0 Reperforat• 0 convertto injection 0 V•nt or Flare

O Fracture Treat or Acidize [] Vent or Flare 0 Fracture Treat or Acidiz• O Water Shut-Off

O MultipleCompletion O Water Shut-Off O Other

O Other
Date of work completion 3/16/95

Approximate date work will start Aeport results of MuMpio Compiadone and RooompteMons to dinerent reservoirson WELL
COMPLERON OR RECOMPumON REPORT AND LOGforn

* Must be accompanied by a cement verincadonreport.

12. DESCRIBEPADPOSEDOR COMPLETED OPERATIONS (Clearlystate all pertinentdelalls, and give peitinent dates. Wwell is directionally ddlied, give subsurface locadons and measured and true
verticaldepths for ai markemand zones partinent1othis worit)

Well plugged as per attached report. Bureau of Land Management has taken the
well over for use as a water well.

asion.tum: u,: Engineer o...: 3/17/95

(tus .p.ne ter at.t. use

(4\od) (See instrucdonson Aaverse
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RIATAENERGY,INC.
Riata Energ , Inc· WELLBOREDIAGRAM

B.L.M.ASSUMED OPERATIONS 16 MARCH1995
(CURRENTLY FLOWING WATER WELL)

WELL: NORTHWALKERHOLLOW6-1 i FIELD:WILDCAT COUNTY:UINTAH STATE:UT

LOCATIJN:2385' FSL&874' FEL LEGALS:Section 6, T7S-R23E

ELEVAl ION: 5,858' G .; 5,87C.8' KB PREPAREDBY: JR Huling DATE:03/17/95

FLOWING X TUBULARDEPTH SIZE DRIFT WEIGHT GRADE THREAD

WATER ft in in #/ft

WELL Casing: 0 - 232 8-5/8 24 J-55 ST&C

Casing: 0 - 2,918 4-1/2 3.927 10.5 J-55 ST&C
Casing:
Tubing:
Rods:
Pump:

8-5/8"CSG CMT'OTO SURFACEINSIDE12-1/4" HOLE
¯ ¯ ¯ 4 PERFORATIONS282'

- 4 PERFORATIONS 474'

TOC: 1,200'

10 SX BALANCEDPLUG 1,261-1,129'

1,261 - 2,270' HOLELOADEDW/9 PPG FLUID

30 SX BALANCEDPLUG 2,767-2,270'

PLUGGEDPERFORATIONS:

2,540' - 2,547', 6 SPF (43 HOLES)

2,767' - 2,918' HOLELOADEDW/9 PPG FLUID

4-1/2" CSG CMT'D@ 2,918'

TD:2,931', PBTD:



•° MAR-16-'95 THU 13:17 ID: FAX NO: ‡‡198 PO2

WATER WELL RELEASE

Inktruction: District Manager prepares five copies. File Leas Number
original in District file, Submit one copy each to lessee U-0671
and/or operator, surface ownerr and State office,

Riata Energy Co., hereinafter called operator and Riata Energy Co.,
hereinafter called lessee, do enter into an agreement by and between the
United States of America, through the Bureau of Land Management, hereinafter
called the Bureau, for release of water well no longer needed by lessee or
operator.

Said water well was:
drilled expressly for water to be used in drilling operation

x discovered in the course of drilling for oil and gas
discovered by seismograph operators
other

Said water well is located in 2383' FSL 874 FEL (NE¼SE¾) Section 6, T.7S.,
R.23E. SLB&M in the state of Utah.

The Bureau, acting through the secretary of the Interior, agrees to assume
control and responsibility of water well, with condition that subsequent use
will not restrict operations of lessee and operator and thereby relieves
lessee and operator of any further liability for plugging water well.

The lessee and the operator agree to quitelaim all rights to the water well
to|the Bureau in lieu of plugging the water well to the surface. It is
agreed that water from the well will be available to Riata Energy Co. to use
for drilling purposes if the company drills additional oil and gas wells in
the area.

It is further agreed by the undersigned that the owners of record title to
the above oil and gas lease and the operator for lessee Riata Energy Co. and
well number 6-1, with surety bonds are relieved from liability in connection
with the water well and access road, R/W U-71292, effective the date this
inatrument is signed, for extend of liability for satisfactorily plugging of
water well to the surface.

By For Lessee

(signature) (date)

By For Operator

(signature) (date)

EXËCUTED AND ACCEPTED BY Authorized officer



NORTH WALKER HOLLOW #6-1
UINTAH CO., UTAE

3-14-95 Well shut in. Waiting on P & A.

3-15-95 SITP 100 psi, SICP -0- psi. Blew well down - ND
wellhead and NU BOP. Release packer. TOOH and
stand back 2-3/8", 4.7#, J-55, EUE Brd tbg. Break
out and LD S/N and 2-3/8"x5-1/2" Tension packer.
TIH w/open ended 2-3/8" tbg to 2767' and circulate
hole w/9 ppg brine. TOOH w/tbg to 2614'. SDON.
OART: RU cementing service to plug well.

3-16-95 MI and RU Howco to 2-3/8" tbg. Spotted 30 sx
cement plug from 2612'-2270'.
TOOH w/2-3/8", 4.7#, J-55, EUE Srd tbg. WOC 4
hrs. TIH w/2-3/8" tbg and tagged plug @ 2270'.
TOOH and LD 44 jts. of tbg. TIH tx> 1261'. RU Howco
to tbg. Spot 10 sx plug from 1261'to 1200'. TOOH
and LD 31 jts. tbg left 10 jts. in derrick. RU
Weatherford and perfed @ 282' w/4 shots. RD
Weatherford. RU Howco to 4-1/2" csg. Pump 10 sx
plug and displaced w/3 bbls of 9 ppg brine. BLM
noted to take well over for H20 source. RU Howco
to 4-1/2" csg and wash plug up 8-5/8"-4-1/2"
Annulus. TIH w/2-3/8" tbg to 307'. Reverse
circulation until returns were clean. TOOH
w/2-3/8" tbg. RU Weatherford. RIH w/3-1/8" gun
and perf 4 holes @ 474'. RD Weatherford. Closed
rams and layed line to reverse pit. Left well
flowing overnight.



NORTH WALKER HOLLOW #6-1
UINTAH CO., UTAE

3-4-95 OART: Drilling w/fresh water. Depth @ 1994'. 23
hrs. drilling. 1 hr. WL survey - 1 degree @
1,219', 3/4 degrees @ 1,705'. Will mud up @
2,000'.

3-5-95 OART: Drilling w/8.8# mud. Depth @ 2410'. 15-3/4
hrs. drilling. 1-1/2 hrs. circulate hole clean,
mix mud. 6-3/4 hrs. TOOH w/Dp & BHA. Drilling time
slowed to 10'/hr. Bit out guage & cones loose. TIH
w/button bit, reamed bridge 1923'-1963'.

3-6-95 OART: Drilling on 9.2# mud. Depth @ 2818'. 24
hrs. drilling. Good drilling break 2438'-2460'.
Drilling slow 10'/hr.

3-7-95 OART: Cementing casing. TD 2931'. Ran 4-1/2",
J-55, 10.50# csg set @ 2918'. Cement w/270 sx
Thixotropic.

3-8-95 OART: WOC. NU BOP. MI and RU Electric Wireline
Unit. Run CBL from PBTD @ 2,900' to 225'. Found
TOC @ 1,200'. RD and MO Wireline unit. PU and TIH
w/2-3/8"x4-1/2" Tension Packer, 2-3/8" S/N, and
2-3/8" tbg.(Hydrotest tbg to 5,000 psig) Set
packer 2,480.. Pressure test Annulus and tbg to
1,000 psig. ND BOP and NU wellhead. RU Swab and
swab well down to S/N. MI and RU Schlumberger
Wireline Unit. RU lubricator. RIH w/1-11/16"
Ener-Jet strip gun loaded w/43-8 gram DP Enerjet
III charges 6 SPF and perforate 2540'-2547'. ROOH
w/perforating guns. RD and MO wireline unit. Well
flowing gas. FTP= TSTM. Shut well in, SDON.

3-9-95 OART: RU to swab. SITP 100 psig. RU swab, made 25
swab runs - recovered 190 bb1s of water. Fluid
level maintained @ 1,400'. Slight gas blow after
each run. SWI & SDON.

3-10-95 OART: Continue to swab. SITP -0- psig. Open well
slight blow. Initial fluid level @ 600', made 2
swab runs - recovered 8 bbls. Ending fluid level @
1,000'. SWI & SDON.

3-11-95 Well shut in. WO P & A.

3-12-95 Well shut in. WO P & A.

3-13-95 Well shut in. WO P &



NORTH WALKER HOLLOW #6-1
UINTAH CO., UTAH

N. Walker Hollow #6-1 - 2384' FSL & 874' FEL. NE SE
Section 6-T7S-R 98W, Unitah Co., 3000' Wildcat. Colorado
Well Service Rig #78.
3-1-95: OART: Drilling 12 1/4" surface hole, depth 210'.

Finished rigging up Colorado Well Service Rig #78.
Weld on conductor pipe and flowline.

3-2-95 OART: WOC. depth @ 210'. Rig up to run casing.
Ran 8-5/8" 23# J-55 ST&C casing set @ 233'. RU
Halliburton, cemented w/150 sx Type V cement (31.5
bbls slurry) with wood type plug. Displace plug
with 13 bbl. fresh water, bump plug. Circulate
cement to surface. RD Halliburton. Install 2000#
WP 8 5/8" wellhead. Nipple up BOPs, hook up
accumulator. RU Double Jack Testing and test
BOPs. Spud: 12:01 a.m. 3-1-95.

3-3-95 OART: Drilling. Depth @ 1188', made 947' in last
24 hrs. Drill out shoe. 23 hrs. drilling. 1 hr.
wait on
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